
Installation & Maintenance Guide
Pendant

This guide provides instruction and tips for installing and caring for your 
NanoTex pendant-mounted luminaries, including the Square, Round, and 
Shape varieties, and for both rigid stem and adjustable aircraft cable 
suspensions. 

HANDLING NANOTEX PRODUCTS SAFELY
NanoTex panels weigh 2 lbs. per 
square foot, so large fixtures can 
be very heavy. 

Only lift and transport NanoTex 
products in the proper 
orientation.

Improper lifting or transport of 
panels can result in damage.



YOU WILL NEED:
Screwdrivers

Allen wrench

Protective gloves (supplied, used 
when installing the fabric.)

Pencil

Level

Tape measure

Scissors

Depending on the location of the install 
site, a scissor lift may be required for 
the product and the installers.
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UNPACKING NANOTEX

NanoTex fixtures must be 
carried in a vertical 
orientation, as shown, to 
prevent sagging and 
damage. If your fixtures have 
been shipped horizontally, as 
is sometimes the case, please 
only transport them vertically, 
as shown, after unpacking. 

To elevate the fixture to 
ceiling height and prepare it for 
mounting, gently place it down 
on a scissor lift with the LED 
boards facing down. This will 
ensure no excess stress is 
placed on the fixture and will 
prevent damage. 

Do not allow the 
LEDs to touch the 
lift surface
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ATTACHING TO THE CEILING
CROSS SECTION OF PENDANT MOUNT

The NanoTex 
pendant-mount fixure will 
come equipped with cable 
grippers attached to sliders, 
which are inserted into the 
extruded rail. If these 
grippers are not attached, 
attach them using the 
provided markings on the 
sliders and rails. 

PREPARING THE FIXTURE
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INSTALLING CABLES OR STEMS TO THE CEILING

Locate secure mounting points on your ceiling and insert the mounting 
hardware for your rigid stem or adjustable aircraft cables. 
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ATTACHING PENDANT FIXTURE TO STEMS OR CABLES

Attach the stems or cables to the preinstalled grippers on the NanoTex 
fixture rails. 
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INSTALLING ADJACENT RAILS

For large NanoTex designs, install each pendant fixture separately, then 
connect the adjacent rails using straight brackets to create a secure, 
continuous rail that allows for completely even, seamless lighting. 
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INSTALLING THE FABRIC Wear gloves when 
handling NanoTex 
fabrics. 

Start installing your fabric 
at one of the shorter sides. 
Insert the textile’s rubber 
lip, specially designed to fit 
into the extruded rail sys-
tem along the short side 
before moving across the 
fixture to the other end. 

To ensure the 
installed fabric 
does not fall out 
under the weight 
of the uninstalled 
portion, use at 
least 4-6 shims to 
hold it as you 
install the rest of 
the fabric to the 
fixture. 
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INSTALLING THE FABRIC

Press the rubber lip at the 
edge of the fabric into the 
extruded rail with smooth, 
even pressure.

The NanoTex textile’s rubber lip is 
designed to wedge into the extruded 
rail system and stay in place thanks 
to friction, while still allowing for 
easy removal for cleaning and 
maintenance.

At the closing point, 
press the fabric in for a 
tight, smooth finish. 

Wear gloves when 
handling NanoTex 
fabrics. 

If there are still wrinkles in the fabric, a 
gentle back-and-forth brushing motion 
will smooth them out.
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CLEANING NANOTEX

Cleaning NanoTex fixtures is 
easy thanks to their 
convenient, user-friendly 
design that allows for easy 
access for internal cleaning 
and maintenance. 


