
Installation & Maintenance Guide - Square & Shape

This guide provides instruction and tips for installing and caring for your 
NanoFleck Square and NanoFleck Shape point source luminaires. It in-
cludes mounting information for Surface, Pendant, and Aircraft Cable Mesh 
options. NanoFleck fixtures will come with all lenses pre-installed. 
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YOU WILL NEED:

Screwdrivers
Pencil
Level
Tape measure
Scissors

Depending on the location of the install site, a scissor lift may be 
required for the product and the installers.
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UNPACKING NANOFLECK
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Aluminum panel Fleck fixtures should 
be carried vertically to prevent 
unwanted bowing of the fixture. 

To elevate the fixture to ceiling height and prepare it for mounting, 
gently place it down on a scissor lift with a protective blanket or 
batting to protect the LEDs. 
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Aircraft mesh fixtures must be 
carried with a partner so no 
part of the fixture touches the 
ground. 

ALWAYS HANDLE NANOFLECK FIXTURES PROPERLY



SURFACE
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The Aluminum Flat Panel and Aluminum Flat Panel with Concealed Cabling 
options may be mounted directly to wall or ceiling blocking using screws 
provided by installer. Refer to shop drawings for exact locations of 
mounting points. 
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SURFACE MOUNTING

Do not screw the 
panels in too tightly. 



AIRCRAFT CABLE MESH
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The Aircraft Cable Mesh mounting option is a flexible alternative 
perfect for draping or following contoured surfaces. It comes mounted on 
cable mesh and pre-assembled on a frame. 
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SURFACE MOUNTING

Pre-drill holes into mounting 
surface and install anchors. 

Drill holes through frame and secure 
frame to mounting surface at 24” 
intervals. 



PENDANT MOUNT 
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RIGID STEM OR ADJUSTABLE AIRCRAFT CABLE

Depress top of cable gripper to reverse cable feed. Rigid stem options are 
threaded and secured with attached nut, and are field cuttable. 

Cable grippers and stem receivers come pre-attached to the aluminum 
panel on the NanoFleck fixture. Rigid stems will be installed in field. 
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RIGID STEM INSTALLATION
Rigid stems are mounted and cut to size in the field. Refer to shop drawings 
for exact location of mounting points. 
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AIRCRACT CABLE INSTALLATION
Locate secure mounting points in the blocking of the mounting surface. 
Mounting points should align with the cable grippers attached to the 
backing substrate.
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Measure to match cable grippers on fixture.
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Thread the cable through the guide. 

Attach cables and cable guides, along with anchors if needed, to the wall 
or ceiling at the mounting points. 
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ATTACHING PENDANT FIXTURE TO CABLES
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Feed aircraft cable through grippers attached to backing framework. Adjust 
length and cut excess cable. 
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T-GRID CLIP
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The T-Grid clip mounting option allows NanoFlex panel fixtures to be re-
cessed into a T-grid ceiling with offset clips for continuous panel mounting.
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POWERBOX DIAGRAM

WIRING DIAGRAMS
DMX CONTROL TYPICAL
Refer to NanoControls Spec Sheets for advanced power/data distribution

Provided with 10-100 ft. integrated 
leader cable.
Driver can be remoted at various 
maximum distance. 
Distance will vary with load; please 
verify before release. 


