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TYPE PROJECT NAME

CONFIGURATION
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MOUNTING LED TYPE CCT OUTPUT

DIMMING

AL FLAT ALUMINUM PANEL

CC FLAT ALUMINUM PANEL 
WITH CONCEALED 
CABLING

8” X 8” ARRAY

3” X 3” ARRAY

HO
HIGH 4” X 4” ARRAY

SO
STANDARD

6” X 6” ARRAY
AIRCRAFT MESH CABLE

S
STATIC

C4
RGBW

C3
RGB

SIZE (in.)

CATALOG 
NUMBER

NFK-SQ-

LENGTH

WIDTH

LED 
PITCH

12” X 12” ARRAY

3

4

6

8

12

On-center spacing

NanoFleck Square harnesses the customizable power of the 
NanoFleck on a rectangular surface of any size. The
on-center-spaced point-sourced lighting is available with 
Nanometer’s discrete Pixel controls, meaning each point can 
be individually programmed for complex custom lighting 
arrays and animations. The LEDs can be diffused for a 
seamless effect, or displayed discretely for a “marquee” 
effect, (see Concealed Cable Panel option) and can be 
installed via aluminum panel or suspended with aircraft 
cable. 

NFK-SQ-AL-SU-C4-40-SO-4-100-NC-DO
SAMPLE ORDER CODE:

10 0-10V

DXS DMX SINGLE ZONED

DA DALI

EV PHASE
for Static only

for Static only

O OTHER
Contact manufacturer for more options

NC NANOCONTROLS (sACN/ArtNet)
Refer to NanoControls specs for required equipment

for Static only

DXP DMX PIXEL CONTROLLED

For multiple panels, NC power/data delivery system is recommended

For multiple panels, NC power/data delivery system is recommended

3500K

3000K

2700K

4000K

35
30
27

40
5000K50

2400K24

LENS OPTIONS

FC FLAT CLEAR

DO DOMED OPAL

NL NO LENS
Product is still IP67 rated without lens

SU SURFACE

AC ADJUSTABLE
AIRCRAFT 
CABLE

P RIGID STEM

TC T-GRID CLIPS

MOUNTING 
OPTIONS

Sample shown with Concealed Cable Panel mounting. 

MC

30
RGBW, 3000K 
WHITE
40
RGBW, 4000K 
WHITE

Rigid stems by others

Learn more about the NanoFleck 
product family at nanoltg.com.
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PHOTOMETRIC DATA

 

 OUTPUT LED TYPE

STATIC WHITE (4000K) 

 WATTS

STANDARD

 LUMENS

STATIC WHITE (4000K) HIGH

1.44 54

1.9 80

RGB (ALL ON) 

RGB (ALL ON) 

STANDARD

HIGH

1.44

1.9

27

40

RGBW (ALL ON) 

RGBW (ALL ON) 

STANDARD

HIGH

1.44

1.9

52

78

STATIC WHITE CCT FACTORS
2700K
3000K
3500K

5000K

0.9

1.0

0.95
0.95

4000K 1.0

DIFFUSER LLF
FLAT CLEAR
OPAL DOME

1
0.6

TECHNICAL SPECS
 Weight

 Input Voltage  24VDC - Remote Power Required

 IP Grade  IP67
 Beam Angle  120°
 Min./Max Operating Temp.  -4°F to 113°F

 Operating Humidity  10 to 90%
 Fire Protection Ration  UL94-VO

 AL/CC: 2 lbs. / sq. ft  
 AM: 1 lb. / sq. ft  

 Luminous Output (initial)  40-80 LM per dot

 Efficacy  42 LM/W

Provided with 10-100 ft. integrated 
leader cable.
Driver can be remoted at various 
maximum distance. 
Distance will vary with load; please 
verify before release. 
Reach out to manufacturer if longer 
leader cables are required.
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MOUNTING DIAGRAMS
FLAT ALUMINUM PANEL
Cables are visible on top of aluminum panel. 
FRONT

DIMENSION DIAGRAMS
OPAL DOME LENSFLAT CLEAR LENS
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AIRCRAFT MESH CABLE
Cables are visible and attached to a grid constructed of aircraft cable and 
supported by a perimiter aluminum frame. 

FLAT ALUMINUM PANEL WITH CONCEALED CABLING

BACKFRONT
Cables are concealed behind a perforated panel. 
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STANDARD MOUNTING
AIRCRAFT MESH CABLEALUMINUM FLAT PANEL

AIRCRAFT CABLE OR RIGID STEM MOUNTING 

ACT MOUNTING OPTION
T-GRID CLIP


