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U
120V-277V

2
347V

3
220V, 50HZ

EC
EMERGENCY CIRCUIT

EI
REMOTE EMERGENCY INVERTER

PROFILE 
SIZE

S
SLIM FRAME

SIZE (in.)

CS
CUSTOM SHIELD
See diagram (page 7) for details.

DIAMETER

Enter square footage 
in order code.

OPTIONS

NanoFloat Round

TYPE PROJECT NAME

The NanoFloat Round, available in multiple diameters and with a 
minimum depth of 0.5” is an elegant edgelit lighting solution for 
any space, from corporate to commercial to hospitality. In addition 
to size options, a broad range of kelvin temperatures and 80+ or 
90+ CRI are available, and the opal PMMA diffusor ensures 
uniform, even lighting free of LED imaging. Multiple dimming 
options are available. 

CONFIGURATION
MOUNTING MOUNTING OPTIONS LED TYPE CCT OUTPUT/WATTAGE

SU SURFACE

P RIGID STEM

AC CABLE 48
96

HO
HIGH
6.1 W/FT.

MO
MEDIUM
4.5 W/FT.

SO
STANDARD
2.8 W/FT.

R RECESSED

S
STATIC

T
TUNABLE WHITE

C4

C3
RGB

27-40
2700-4000K
others available

3500K

3000K
2700K

4000K

35
30
27

40

SHORT 48”

LONG   96”

CATALOG 
NUMBER

NFL-RO- C SURFACE CLIP

M MAGNETIC

5000K50

CRI

90+

80+

9

8

Leave blank if 
color-changing

DRYWALL

T-GRID

TM TRIMLESS MUD-IN

TC T-GRID CLIP

NFL-RO-SUM-S40-9-MO-24-DX-U-S-EC
SAMPLE ORDER CODE:

Initial output. See lumen calculators for 
adjusted output (pages 2-3)
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10 0-10V

DX DMX

DA DALI

10X

WD WARM-DIM

EV PHASE

POE PoE

DUAL 0-10V

for Static only

0 OTHER
Contact manufacturer for more options

for Tunable only. Apply 0.5 light 
loss factor for tuning algorithm. 

AWN LUTRON ATHENA
Static and Tunable only

RGBW

for Tunable only

for Static only

AEB or AEW
ARCHITECTURAL ENCLOSURE
Available with surface magnetic, rigid stem, or aircraft table mounting. 
Available in black (AEB) or white (AEW) finish. Contact factory for more 
finish options. 

AEB-DL or AEW-DL
ARCHITECTURAL ENCLOSURE WITH 
DROPPED LENS
Available with surface magnetic, rigid stem, or aircraft table mounting. 
Available in black (AEB) or white (AEW) finish. Contact factory for more 
finish options. 

Max Diameter: 48”

WD
WITHOUT PMMA 
DIFFUSER
Surface Mount only

IP
IP67
Steam room and 
sauna compliant

40
RGBW, 4000K WHITE

30
RGBW, 3000K WHITE

Rigid stems by others

SH
SHADOW LINE 
FRAME

Learn more about the NanoFloat 
product family at nanoltg.com.

available with MO only

available with MO only

Frameless Profile 
required for diameters 
less than 16”

Required for diameters 
less than 16”

F
FRAMELESS



NanoFloat Round
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INTERIOR VIEW

TECHNICAL SPECS

PROFILE DEPTH

 Weight  5 lbs / sq ft 
 Luminous Output  80-1400 LM/sq ft
 Input Voltage  120 to 277VAC
 Min/Max Operating Temperature  -10°F to 110°F

 -10°F to 122°F (SS profile only)
 Efficacy   LM/W

Provided standard 10’ 18 AWG leader. 
Driver can be remoted at various 
maximum distance. 
Distance will vary with load; please 
verify before release. 

 14

 Distance (ft.) Wire Size (AWG)
 18  25

 50
 10  100
Data based on a Class 2 load. 

0.70”

0.53”

0.86”

0.71”



NanoFloat Round

DELIVERED LUMENS BY SIZE

MEDIUM OUTPUT (4.5 W)

STANDARD OUTPUT (2.8 W)
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MOUNTING OPTIONS

SURFACE CLIP

SURFACE

NanoFloat Round

DELIVERED LUMENS BY SIZE
HIGH OUTPUT (6.1 W)

5/28/2026



NanoFloat Round

MAGNETIC
MOUNTING OPTIONS, CONT’D

5/28/2026

Magnetic mounted NanoFloat fixtures 
are fitted with an 18-gauge galvanized 
steel frame backplate and a 
low-profile D-ring and safety cable.

RIGID STEM OR AIRCRAFT CABLE
PENDANT

 Slim  0.60”  |  0.84” with lens

 Steam  0.62” with lens 
 IP67  0.73”  |  0.90” with lens 
 Plus  0.70”  |  0.94” with lens



NanoFloat Round

9/16” T-GRID CLIP

MOUNTING OPTIONS, CONT’D
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RECESSED

TRIMLESS MUD-IN



NanoFloat Round
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CUSTOM SHIELD
The Custom Shield is a bespoke metal shield crafted for the 
NanoFloat, and includes the option for custom etched text or 
graphics, making it perfect for unique, backlit signage. It fits 
snugly and securely over the fixture, and can be removed for 
easy maintenance. 

Please attach image details and specifications. 

OPTIONAL ADDITIONS

ARCHITECTURAL ENCLOSURE
The Architectural Enclosure, shown here with a pendant mount sample, provides a seamless exterior for the NanoFloat 
fixture. It is available with Rigid Stem (stems by others), Adjustable Aircraft, or Surface Magnetic mounting options. The 
Dropped Lens Architectural Enclosure does not obstruct the side of the PMMA. 

ARCHITECTURAL ENCLOSURE WITH DROPPED LENS

PENDANT/AAC MOUNTING

MAGNETIC MOUNTINGPENDANT/AAC MOUNTING

MAGNETIC MOUNTING


