
The NanoZero turns lighting into an art piece with customizable 
arrangements of linear luminaires installed at a depth of 5/8” drywall 
and complete with fabricated corners and intersections. Up to 160’ of 
unbroken light is available from a single straight lens. This striking 
illumination option is bespoke to the space, and a variety of outputs, 
dimming options, and LED types are available for even further 
customization. 

TYPE PROJECT NAME

SERIES LED TYPE OUTPUTTYPE

NZ-S

CONFIGURATION
DIMMING

WHITEWH

BLACKBK

TRANSITIONS (add all that apply) LENS

ALUMINUMAL

Contact factory

10 0-10V

DX DMX INTERFACE

DA DALI INTERFACE

10X

WD 0-10V WARM-DIM

EV PHASE

DUAL 0-10V
for Tunable only. Apply 0.5 light loss factor for tuning 
algorithm. 

for Static only

NZ-S-3-T-27-65-WD-SO-1800-LC90-XT-RC90-O-BK
SAMPLE ORDER CODE:

EO
ECONOMY

SO
STANDARD

HO
HIGH

1.5
1.5” WIDE 
LENS

T
TUNABLE 
WHITE

C3
RGB

27-65
2700-6500K
others available

3500K
3000K
2700K

4000K
35
30
27

40

5/11/2026

LENGTH (in.)

LENGTH

CCT

RGB

S
STATIC 
WHITE

EXTRUSION FINISH

OTHERO

5000K50

LCXX
LEFT CORNER TURN 
(DEGREE 10-179°)

RCXX

for Static only

for Tunable only

Custom widths 
available, please 
contact 
manufacturuer

POE PoE INTERFACE

0 OTHER

AWN LUTRON ATHENA NODE
Static and Tunable only

NLT NLIGHT AIR INTERFACE
Static and Tunable only

Contact manufacturer for more options

IW
INSIDE WALL 
TRANSITION

O
OPAL

Continuous striaght 
lengths up to 160’

OW

TT
T-SHAPED 
TRANSITION

XT

RIGHT CORNER TURN 
(DEGREE 10-179°)

OUTSIDE WALL 
TRANSITION

X-SHAPED 
TRANSITION

C4
RGBW

40
Only available in Standard output

4000K

 

Learn more about NanoZero at 
nanoltg.com.

3
3” WIDE 
LENS



NanoZero
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TECHNICAL SPECS
 Weight 
 Luminous Output   LM/sq ft
 Input Voltage   120 to 277VAC
 Min/Max Operating Temperature  -13°F to 158°F

  2.2 lbs./ft.

 2700K
 3000K
 3500K

 5000K
 4000K

STATIC WHITE CCT FACTORS
 0.9

 1.0

 0.95
 0.95

 1.0

DIMENSIONS
1.5” LENS

PHOTOMETRIC DATA 

 
 OUTPUT LED TYPE

STATIC WHITE (4000K) 

 CRI  WATTS/FT

90+ CRI ECONOMY  (DOT-FREE)

  LUMENS/FT

STATIC WHITE (4000K) 90+ CRI STANDARD (DOT-FREE)

90+ CRI HIGH (DOT-FREE)

90+ CRI

90+ CRI

90+ CRI

STATIC WHITE (4000K) 

TUNABLE WHITE (WW / CW) 

TUNABLE WHITE (WW / CW) 

TUNABLE WHITE (WW / CW) 

STANDARD (DOT-FREE) 

HIGH (DOT-FREE)

ECONOMY  (DOT-FREE)

80+ CRI STANDARD (DOT-FREE) 4.39 52RGB (ALL ON) 

320 (PER CCT)5.5 (PER CCT)

142 PER CCT)2.7 PER CCT)

142 (PER CCT)2.7 (PER CCT)

3645.9

1803.0

1502.2

STANDARD (DOT-FREE)RGBW (ALL ON) 90+ CRI 6.8 240

Provided standard 10’ 18 AWG leader. 
Driver can be remoted at various maximum distance. 
Distance will vary with load; please verify before 
release. 

 14

 Distance (ft.) Wire Size (AWG)
 18  25

 50
 10  100
Data based on a Class 2 load. 

3” LENS



NanoZero

INSTALLATION

5/11/2026

TRANSITIONS

XT - X-SHAPED TRANSITIONTT - T-SHAPED TRANSITIONOW - OUTSIDE WALL 
TRANSITION

IW - INSIDE WALL TRANSITIONRCXX - RIGHT CORNER TURNLCXX - LEFT CORNER TURN
10° - 179° 10° - 179° LC90 is shown RC90 is shown

Mount housing to established 
anchor points. Pull attached feed 
cable to Remote Power Supply.

Install drywall, tape, mud and 
finish.

Insert LED module and press in 
lens over module.


